
255 

Environmental Protection Agency § 86.091–2 

excluding differences due to the pres-
ence of overdrive) is certified to meet 
emission standards under high-altitude 
conditions as specified in paragraph (a) 
through (g) of this section. The Certifi-
cate of Conformity (the Certificate) 
covering any exempted configura-
tion(s) will also apply to the cor-
responding non-exempt configura-
tion(s) required under this subpara-
graph. As a condition to the exemp-
tion, any suspension, revocation, void-
ing, or withdrawal of the Certificate as 
it applies to a non-exempt configura-
tion for any reason will result in a sus-
pension of the Certificate as it applies 
to the corresponding exempted configu-
ration(s) of that model type, unless 
there is at least one other cor-
responding non-exempt configuration 
of the same model type still covered by 
the Certificate. The suspension of the 
Certificate as it applies to the exempt-
ed configuration(s) will be terminated 
when any one of the following occurs: 

(i) Another corresponding non-ex-
empt configuration(s) receive(s) cov-
erage under the Certificate; or 

(ii) Suspension of the Certificate as it 
applies to the corresponding non-ex-
empt configuration(s) is terminated; or 

(iii) The Agency’s action(s), with re-
spect to suspension, revocation, void-
ing or withdrawal of the Certificate as 
it applies to the corresponding non-ex-
empt configuration(s), is reversed. 

(3) The sale of a vehicle for principal 
use at a designated high-altitude loca-
tion that has been exempted as set 
forth in paragraph (h) of this section 
will be considered a violation of Sec-
tion 203(a)(1) of the Clean Air Act. 

(i)(1) The manufacturers may exempt 
1990 and later model year vehicles from 
compliance at low altitude with the 
emission standards set forth in para-
graphs (a) and (b) of this section if the 
vehicles: 

(i) Are not intended for sale at low 
altitude; and 

(ii) Are equipped with a unique, high- 
altitude axle ratio (rear-wheel drive ve-
hicles) or a unique, high-altitude 
drivetrain (front-wheel drive vehicles) 
with a higher N/V ratio than other con-
figurations of that model type which 
are certified in compliance with the 
emission standards of paragraphs (a) 

and (b) of this section under low-alti-
tude conditions. 

(2) The sale of a vehicle for principal 
use at low altitude that has been ex-
empted as set forth in paragraph (h)(1) 
of this section will be considered a vio-
lation of section 203(a)(1) of the Clean 
Air Act. 

[54 FR 14461, Apr. 11, 1989] 

§ 86.090–27 Special test procedures. 
(a) The Administrator may, on the 

basis of written application by a manu-
facturer, prescribe test procedures, 
other than those set forth in this part, 
for any light-duty vehicle, light-duty 
truck, heavy-duty engine, or heavy- 
duty vehicle which the Administrator 
determines is not susceptible to satis-
factory testing by the procedures set 
forth in this part. 

(b) If the manufacturer does not sub-
mit a written application for use of 
special test procedures but the Admin-
istrator determines that a light-duty 
vehicle, light-duty truck, heavy-duty 
engine, or heavy-duty vehicle is not 
susceptible to satisfactory testing by 
the procedures set forth in this part, 
the Administrator shall notify the 
manufacturer in writing and set forth 
the reasons for such rejection in ac-
cordance with the provisions of § 86.090– 
22(c). 

[54 FR 14481, Apr. 11, 1989] 

§ 86.091–2 Definitions. 
The definitions of § 86.090–2 remain ef-

fective. The definitions listed in this 
section apply beginning with the 1991 
model year. 

Urban bus means a heavy heavy-duty 
diesel-powered passenger-carrying ve-
hicle with a load capacity of fifteen or 
more passengers and intended pri-
marily for intra-city operation, i.e., 
within the confines of a city or greater 
metropolitan area. Urban bus oper-
ation is characterized by short rides 
and frequent stops. To facilitate this 
type of operation, more than one set of 
quick-operating entrance and exit 
doors would normally be installed. 
Since fares are usually paid in cash or 
tokens rather than purchased in ad-
vance in the form of tickets, urban 
buses would normally have equipment 
installed for collection of fares. Urban 
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